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LCD Monitor 

 SKU: 0200166  EAN: 
 

FEATUES 

The Edis LCD Monitor Stylish look with narrow bezel 

High quality video, high-definition resolution with a new 

generation of chipsets. Suppresses noise and flicker, 

accurately presents HD pictures.Narrow bezel edge 

enhances professional looks. Seamlessly blending TV and 

wireless content extension, provides really great images 

and increases viewer immersion.Clearer definition of light 

and dark scenes with the 4K picture, high dynamic range 

image technology improves contrast levels and presents a 

higher dynamic range of brightness. The color gamut is 

wider.All-weather multi-scene applications, big screen in 

the living room to watch movies and football games, big 

screen to play games with more sense, office/conference 

screen casting magic device, classroom speech display, 

KTV, hotels, etc.  

 

CAMERA 

Screen size 32inch 40inch 43inch 43inch 

Pixel 1366*768 1920*1080 1920*1080 3840*2160 

Aspect ratio 16:9 16:9 16:9 16:9 

Contrast ratio 3000:1 3000:1 3000:1 3000:1 

Function 
TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB 

Average bright 200CD/m2 200CD/m2 200CD/m2 200CD/m2 

ChooseableSystem 
PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) 

Pixel pitch(mm) 
0.242*0.242 0.242*0.242 0.242*0.242 0.242*0.242 

Response 
5 ms 5 ms 5 ms 5 ms 

Format 
HDTV HDTV HDTV HDTV 

RF turner 
1*1 1*1 1*1 1*1 

Video input 
1*1 1*1 1*1 1*1 

Video 
RCA*3 RCA*3 RCA*3 RCA*3 

Headphone 
1*1 1*1 1*1 1*1 

AC 
110V-240V input 50~60 110V-240V input 50~60 110V-240V input 50~60 110V-240V input 50~60 
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CAMERA 

Screen size 50inch 
55inch 60"inch 65inch 

Pixel 
3840*2160 3840*2160 3840*2160 3840*2160 

Aspect ratio 16:9 16:9 16:9 16:9 

Contrast ratio 3000:1 3000:1 3000:1 3000:1 

Function 
TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB TV/PC/AV/HDMI/USB 

Average bright 200CD/m2 200CD/m2 200CD/m2 200CD/m2 

ChooseableSystem 
PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) PAL/NTSC/SECAM..) 

Pixel pitch(mm) 
0.242*0.242 0.242*0.242 0.242*0.242 0.242*0.242 

Response 
5 ms 5 ms 5 ms 5 ms 

Format 
HDTV HDTV HDTV HDTV 

RF turner 
1*1 1*1 1*1 1*1 

Video input 
1*1 1*1 1*1 1*1 

Video 
RCA*3 RCA*3 RCA*3 RCA*3 

Headphone 
1*1 1*1 1*1 1*1 

AC 
110V-240V input 50~60 110V-240V input 50~60 110V-240V input 50~60 110V-240V input 50~60 

 


